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THIS INFORMATION PROVIDED BY AUTOMATIONDIRECT.COM TECHNICAL SUPPORT IS PROVIDED "AS IS" WITHOUT A GUARANTEE OF ANY KIND.

These documents are provided by our technical support department to assist others. We do not guarantee that the data is suitable for your particular application, nor do we assume any responsibility
for them in your application.
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There are two different tasks with this program. Only use one of them:
If you PLC has access to an external timer server, use the "With Tsync" task

If your PLC does not have access to an external time server, use "W/O Tysnc".
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Clock Day of Week -> Sunday = 7
At 2:00am, the second Sunday of the month of March, enable the "Summer Time" bit. When used with the Tsync instruction, it will change the clock to the correct time.

Make sure that tag "Summer Time" is marked retentive in the Tag Database. This will prevent "Summer Timer" from resetting back to 0 with a power cycle.

Clock 2 Clock Day of 7 Clock 3 Clock 8 COPY DATA
Hours Week Month Day | Clock Day | | 15 Summer Time Source Destination
Enable 1 Summer Time
2
1"l 1"l 1"l | | 11 | Type  Copy Value

At 2:00am, the first Sunday of the month of November, disable the "Summer Time" bit. When used with the Tsync instruction, it will change the clock to the correct time.

Make sure that tag "Summer Time" is marked retentive in the Tag Database. This will prevent "Summer Timer" from resetting back to 0 with a power cycle.
Clock 2 Clock Day of 7 Clock 11 Clock 7

COPY DATA
Hours Week Month Day Summer Time Source Destination
L Enable 0 Summer Time

Type Copy Value

Toggling the "Summer Time" bit will not effect the PLC's clock. The bit is only used when the "Tsync" instruction is triggered.

Make sure that you have a valid NTP server IP address configured in the
Tsync - TIME SYNC

Network Time Service Enabled In Progress InProgress

Enable I Update Interval Not Enabled Complete Complete

"Network Time Service".

Clock 2
Hours

"1 Success  Success
Error  Error
Exception Response ExcResponse

{ ew )

o
Enable Netwaork Time Service

P Address  |216.238.35.0 The IP addresses are for Google's

Alt. TP Address |216,239.35.4 NTP servers. You can use those or

whichever one you prefer.
Apply DST |5ummer Time -

Time Zone Offset .

O se Tag B (oinutes) Also select the correct time zone

(®) Use Constant | US, Eastern Standard Time (-5) w for your Iocatlon'

Other 0| |:00
Apply Help
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6.1

Make sure that tag "Summer Time" is marked retentive in the Tag Database. This will prevent "Summer Timer" from resetting on a power cycle.

Task: W/O Tsync  Project: Daylight Saving Time.adpro
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At 2:00am, the second Sunday of the month of March, set the PLC clock to 3:00am, "spring forward".

COPY DATA

Clock 2 Clock Day of 7 Clock 3 Clock 8 Source  Destination
Hours Week Month Day Clock Day 15 Summer Time 3 Clock Hours Set
-] | < | 0 Clock Minutes Set
"1 "1 "1 =1 11 | 0 Clock Seconds Set
1 Initiate_New_Time
1 Summer Time
Type Copy Value
At 2:00am, the first Sunday of the month of November, set the PLC clock to 1:00am, "Fall back".
Make sure that tag "Summer Time" is marked retentive in the Tag Database. This will prevent "Summer Timer" from resetting on a power cycle.
COPY DATA
Clock 2 Clock Day of 7 Clock 11 Clock 7 Source  Destination
Hours Week Month Day Summer Time 1 Clock Hours Set
I_1 |1 | | Enable 0 Clock Minutes Set
I~ I~ I~ 11 11 0 Clock Seconds Set
1 Initiate_New_Time
0 Summer Time
Type Copy Value
{ nop )
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At 2:00am, the second Sunday of the month of March, increment the clock 1 hour forward.
Make sure that tag "Summer Time" is marked retentive in the Tag Database. This will prevent "Summer Timer" from resetting on a power cycle.
Clock 2 Clock Day of 7 Clock 3 Clock 8 SET DATE/TIME
Hours Week Month Day Clock Day 15 Summer Time Increment 1 Hour
| | < Enable N
1"l 1"l 1"l | 1l |
Summer Time
e—— T )
At 2:00am, the first Sunday of the month of November, decrement the clock 1 hour backwards.
Make sure that tag "Summer Time" is marked retentive in the Tag Database. This will prevent "Summer Timer" from resetting on a power cycle.
Clock 2 Clock Day of 7 Clock 11 Clock 7 SET DATE/TIME
Hours Week Month Day Summer Time Decrement 1 Hour
| | ISI Enable »
1"l 1"l 7l 11

Summer Time
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